
                                                                       

 

Size: RG-174/U COAXIAL CABLE 

Test Item Specification  

Conductor 

SIZE RG174/U 

Material BARE COPPER 

Construction      7 / 0.160±0.008        mm 

Insulation 

AVG. Thickness      0.52             mm 

MIN. Thickness            0.44             mm 

Diameter             1.52±0.05          mm 

Material PE 

Color  NATURE  

BRAID 
Material TINNED COPPER 

Construction     64 /0.10±0.008  95%    mm 

Jacket 

AVG. Thickness  0.44            mm      

MIN. Thickness 0.35            mm             

Diameter  2.55±0.15         mm 

Material P.V.C. 

Color BLACK 

ELECTRICAL  &  PHYSICAL PROPERTIES 

RATING TEMP VOLTAGE      60℃ , 30V 

DIELECTRIC STRENGTH          1.5          KV/MIN. 

INSULATION RESISTANCE        AC.   100    MΩ-Km/20℃ MIN. 

SPARK TEST                                    3              KV 

 UNAGED  TENSILE        1400   PSI MIN. (0.984kg/mm²) 



INSULATION     

 

STRENGTH   

ELONGATION                    350    %  MIN. 

AGED 

TENSILE 

STRENGTH   
UNAGED MIN. 70%(100 ℃×48HRS) 

ELONGATION UNAGED MIN. 75%(100 ℃×48HRS) 

 

JACKET 

 

UNAGED 

TENSILE 

STRENGTH  
1500   PSI MIN. (1.05kg/mm²) 

ELONGATION  100    %  MIN. 

AGED 

TENSILE 

STRENGTH  
UNAGED MIN. 70%(113 ℃×168HRS) 

ELONGATION  UNAGED MIN. 65%(113 ℃×168HRS) 

ATTENUATION 

dB/1M 

10 MHz 100 MHz 300 MHz 900 MHz 

0.071 0.25 0.45 0.83 

1.0 GHz 1.8 GHz 2.4 GHz  

0.88 1.23 1.48  

CAPACITANCE                      101 ± 5   pF/M     at 1 KHz   

IMPEDANCE                      50 ± 4   Ω     at 10 MHz 

 

 

 

 

 

 

 

 

 

 

 

CONSTRUCTION DRAWING 

 

        

                   

                                                 

 

                                        

 

 

 

 

 


