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Product NO.

RHT-605-1981
ISSUE DESCRIPTION DWN DATE APPROVEN
First First issue Gavin 2019/07/16( JIM. KING

Ground
Power

Filler,
optional

SDP Signal Pair

UTP Signal Pair

SDP Signal Pair

USB3.0 Cable Cross—Section

M25-1.5

INSULATOR MATERIAL
:PBT, UL 94V-0
CONTACT MATERIAL
:Brass, Nickel
SHELL FINISH
:Nickel Silver
OVERMOLD MATERIAL
:PVC

CURRENT RATING
:3AMP

DIELECTRIC STRENCTH
:1000V AC for one minute
INSULATOR RESISTANCE
:1000M @ min at 500V DC

Protection level :IP67
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Pin Assignment
P1 Color P2
1 Red 1
2 White 2
3 Green 3
4 Black 4
5 Blue 5
: 6
7 Dl';hvi,l'\ Wire 7
;1 Drgin wird 7
8 Purple 8
9 ><Or que>< 9
Shell Braid Shell
—TOLERANCES—
UNLESS OTHERWISE
SPECIFIED

PART DESCRIPION:
USB 3.0 FEMALE TO USB 3.0 MALE FOR CABLE 1=IM

UNLESS OTHERWISE SPECIFIED

Appr:

P/N:

TOLERANCES FOR MILLIMETERS ARE:
Check:

0.5 — 8mm + 0.20mm
8 — 30mn + O.25mm
30 -120mn £ 0. 30mm
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